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FLINflex - Solar modules flexible to use 
The FLINflex series offers the passionate sailor an effective and simple 
application of solar systems on board. Due to the flexible mounting systems, 
the optimal place for the solar modules can be found on every yacht.  
Whether you mount your solar module permanently, or use it when  
needed, the FLINflex series offers the optimal solution.  
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Technische Daten 
 

 
Model* FLINflex 100 W 

Dimensions 1088 mm x 550 mm x 3.1 mm 

Cable length 1000 mm 

Plug type MC4 

Weight 2.2 kg 

Power 100 W 

VOC 24.0 V 

ISC 5.4 A 

VMPP 20.0 V 

IMPP 5.0 A 

Bypass diodes 2 

Protection class IP67 

*There is an additional possibility to manufacture a customized solar panel.  
The parameters may differ depending on the configuration. 
 
Note: The data listed are guide values which are subject to a production-related tolerance. 
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Mounting systems 

 

 
 

 
 
 
 

St
an
da
rd • No fastening 

options
• On deck or flying Sn

ap • LOXX quick 
connectors

• Fabric surfaces 
(sprayhoods or 
bimini tops)

Ey
el
et • Eyelets

• Universal

Te
x • Velcro

• Fabric surfaces 
(sprayhoods or 
bimini tops)

M
ag
ne
tic • Magnetic foil

• Metal surfaces G
lu
e • Adhesive foil

• Flat surfaces
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